
COMING SOON

18V LI-ION BRUSHLESS IMPACT DRIVER
DCF887P2

Voltage 18V
Battery Chemistry Li-Ion
Battery Capacity 5.0 Ah
Max. Torque 205 Nm
No Load Speed 0-1000/2800/3250 rpm
Impacts Per Minute 0 - 3800 ipm
Max. Bolt Diameter M14
Tool Holder 6.35 mm (1/4”)
Weight 1.52 kg
Length x Height 134 x 245 mm

ALSO AVAILABLE AS:

DCF887D2 DCF887NT

18V LI-ION BRUSHLESS IMPACT DRIVER
DCF888P2B

Voltage 18V
Battery Chemistry Li-Ion
Battery Capacity 5.0 Ah
Max. Torque 205 Nm
No Load Speed 0-1000/2800/3250 rpm
Impacts Per Minute 0 - 3800 ipm
Max. Bolt Diameter M14
Tool Holder 6.35 mm (1/4”)
Weight 1.56 kg
Length x Height 134 x 236 mm

ALSO AVAILABLE AS:

DCF888D2B DCF888NT

18V LI-ION BRUSHESS ULTRA-COMPACT IMPACT DRIVER
DCF809L2T

Voltage 18V
Battery Chemistry Li-Ion
Battery Capacity 3.0 Ah
Max. Torque 190 Nm
No Load Speed 0-2800 rpm
Impacts Per Minute 0 - 3200 ipm
Max. Bolt Diameter M12
Tool Holder 6.35 mm (1/4”)
Weight 1.25 kg
Length x Height 130 x 236 mm

ALSO AVAILABLE AS:

DCF809D2T
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